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Typical
1.5" - 4 Way

T'YPICAL CROSS SECTIONS (N.T.S)

X0 COMMUNICATION  CONDUIT BUNDLE
BLACK CONDUITS

Typical
15" - 28 Way

T'YPICAL CROSS SECTIONS (N.T.S)

REV

DESIGN FEATURES RELATING TO CONSTRUCTION
OR TO REGULATION AND CONTROL OF TRAFFIC
MAY BE SUBJECT TO CHANGE AS DEEMED
NECESSARY BY THE DEPARTMENT
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A
Woodlawn — MCl/ Ver/zo.n Business 36" MIN DEPTH
Communication Comm.Conduit Bundle
Conduit Bundle Veri C — ‘ Regular Backfill or better
erizon Comm. . . .
Conduit Bundle Level 3 In accordance with Secr/or.)

_ X Communication 302 of the Road and Bridge

Marking Tape (Typ) — .Ae Conduit Bundle Specifications

( See Note 8 Sheet 20) Y Y

_ _ D‘O‘O 172.
— X0 Communication Conduit Bundle

ONG ROUTE 607

NOTES:

I. AFTER INSTALLATION,ALL DUCT MUST BE THOROUGHLY CLEANED

TO ENSURE THAT ALL SMALL PEBBLES,SAND OR OTHER FOREIGN MATERIAL ARE
REMOVED BEFORE CABLE INSTALLED.ALL CONDUITS ARE THEN TO CONTAIN
"POLYOLEFIN" 1000 POUND STRESS PULL LINES,TO ACCOMMODATE THE PULLING CABLE.

2.SUBSTITUTE NO.57 STONE FOR AGGREGATE MATERIAL 2IA IF STANDING OR RUNNING
WATER IS PRESENT WHEN UTILITY TRENCH IS EXCAVATED AT NO ADDITIONAL COST TO
THE DEPARTMENT.THE DEPTH OF EXCAVATION MAY NEED TO BE INCREASED WHERE
SHOWN ON THE PLANS IN ORDER TO REMOVE UNSUITABLE MATERIAL. UNSUIT ABLE
MATERIAL SHALL BE REMOVED AND DISPOSED OF OFFSITE AND REPLACED WITH
AGGREGATE NUMBER 57 STONE.THE COST OF WHICH IS INCIDENTAL TO COMMUNICATION
DUCT BANK.

' KPS0 MERCURE CIRCLE STITE 140
DULLES, FIRGINEA 20166

EX2RZ5S TECHMOLOGIES, INC.

1127 INTERNATIONAL PARKWAY SUITE 293
FREDERICKSBURG, VA 22406
540.752.6691 {O) 540.752.6694 (F)
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COMMUNICATION DUCT BANK DETAILS

PLAN NO. PROJECT FILE NO. SHEET NO.

20(3)

S S —



